
Phone:  315.488.0100 
Gear Production Capabilities  

Ground  Spur Gears  & Ground  Helical Gears  

�� Nixon  Gear Oliver Gear

Diameter: .5 to 16" .5 to 27.5"

Face: 11.8" Max 12.9" Max

Pitch: 48 to 3 DP 32 to 1.7 DP

�� AGMA Tolerance #15 AGMA Tolerance #15

Cut Spur  Gears  & Cut Helical  Gears  

�� Nixon Gear Oliver  Gear

�� External Internal External Internal

Diameter: .25 to 16" .25 to 16" .25 to 72" .25 to 36"

Face: 14" 6" 24" 6"

Pitch: 200 to 3 200 to 3 48 to 1.5 48 to 3

�� AGMA Tolerance #10 AGMA Tolerance #10

Bevels

�� Nixon  Gear Oliver Gear  

Diameter: N/A .25 to 36"

Face: N/A 4.5" Max

Pitch: N/A 96 to 1.25

�� �� AGMA Tolerance #10

Worms & Worm  Gears

�� Nixon  Gear Oliver  Gear

�� Worms Worm  Gears Worms Worm  Gears

Diameter: N/A .25 to 16" .25 to 9.5" 1" to 72"

Length: N/A �� 60" ��

Diametral Pitch: N/A 96 to 4 48 to 3 48 to 2

Sprockets (Roller, Ladder,  Silent)

�� Nixon  Gear Oliver  Gear

Diameter: .25 to 16" 1" to 72"

Face: N/A 24"

Pitch: N/A .125 to 4"
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Splines (Involute & Straight  Sided)

�� Nixon  Gear Oliver  Gear

�� External Internal External Internal

Diameter: .25 to 16" .5 to 3" 1" to 36" 1" to 36"

Face: 14" 6" 24" 6"

Pitch: 48/96 to 3/6 48/96 to 3/6 48/96 to 3/6 48/96 to 3/6

Nixon Gear: 1750 Milton Avenue, Syracuse, NY 13209, Phone: 315-488-0100 ext. 2237, fax: 315-488-0196 
Oliver Gear: 1120 Niagara Street, Buffalo, NY 14213, Phone: 716-885-1080 ext. 101, fax: 716-885-1145  
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